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48A AVENUE
EDGE OF ASPHALT

SAN
SAN

SAN SAN

STM

STM

STM

STM

STM

CROSS-WALK
LETDOWN

T.O.B.

HYD

HYD

OPEN LAWN AREA

FOR FLEXIBLE USE

PLAY AREA

PMT

42" HT. ALUMINUM

PICKET FENCE/GATE

6' HT. PRIVACY

SCREEN

48X48' HYDRAPRESSED SLAB

COLOUR: NATURL/CHARCOAL

KOMPAN ROBINIA PARKOUR2

KOMPAN SPRINGER PONY

PING PONG TABLE

12X24" BAKRMAN ROADWAY

100MM PAVERS

WISHBONE

BACKED BENCH

24X24" HYDRAPRESSED SLAB

AT PATIO

COLOUR: NATURAL

BROOM FINISHED CONCRETE

POURED IN PLACE RUBBER

PROPERTY LINE

(BLUE DASHED LINE)

PARKADE LINE

(PURPLE DASHED LINE)

BBQ AREA

BIKE RACK AT ENTRANCE BELOW CANOPY

0 20' 60'10' 40'

QUERCUS PALUSTRIS 8CM CAL; 2M STD; B&B

STEWARTIA PSEUDOCAMELLIA 5CM CAL 

3M HT; B&B

PLANTED SIZE / REMARKSCOMMON NAMEBOTANICAL NAME

TREE SCHEDULE

KEY QTY

TREE

PAPERBARK MAPLEACER GRISEUM 6CM CAL; 1.8M STD; B&B

ACER PALMATUM 'OSAKAZUKI' GREEN JAPANESE MAPLE 5CM CAL; B&B

ACER RUBRUM 'RED ROCKET' RED ROCKET MAPLE 6CM CAL; 2M STD; B&B

CARPINUS BETULUS 'FRANS FONTAINE' PYRAMIDAL EUROPEAN HORNBEAM 6CM CAL; 1.2M STD., B&B

CERCIS CANADENSIS 'FOREST PANSY' FOREST PANSY REDBUD 5CM CAL; B&B

CORNUS FLORIDA 'RUBRA' PINK FLOWERING DOGWOOD 6CM CAL; 1.5M CAL; B&B

GINKGO BILOBA 'PRINCETON SENTRY' PRINCETON SENTRY MAIDENHAIR 6CM CAL; 2M STD; B&B

MAGNOLIA KOBUS STELLATA 'PINK STAR' PINK STAR MAGNOLIA (LIGHT PINK) 5CM CAL., 2.5M HT.1M STD.

PICEA ABIES 'PENDULA' WEEPING NORWAY SPRUCE 3M HT; B&B

PIN OAK

WESTERN RED CEDAR

JAPANESE STEWARTIA

THUJA PLICATA 'EXCELSA'

PMG PROJECT NUMBER: 23-001

NOTES:  * PLANT SIZES IN THIS LIST ARE SPECIFIED ACCORDING TO THE BC

LANDSCAPE STANDARD AND CANADIAN LANDSCAPE STANDARD, LATEST

EDITION.  CONTAINER SIZES SPECIFIED AS PER CNLA STANDARD.  BOTH PLANT

SIZE AND CONTAINER SIZE ARE THE MINIMUM ACCEPTABLE SIZES.  * REFER TO

SPECIFICATIONS FOR DEFINED CONTAINER MEASUREMENTS AND OTHER

PLANT MATERIAL REQUIREMENTS.  * SEARCH AND REVIEW: MAKE PLANT

MATERIAL AVAILABLE FOR OPTIONAL REVIEW BY LANDSCAPE ARCHITECT AT

SOURCE OF SUPPLY.  AREA OF SEARCH TO INCLUDE LOWER MAINLAND AND

FRASER VALLEY. * SUBSTITUTIONS: OBTAIN WRITTEN APPROVAL FROM THE

LANDSCAPE ARCHITECT PRIOR TO MAKING ANY SUBSTITUTIONS  TO THE

SPECIFIED MATERIAL. UNAPPROVED SUBSTITUTIONS WILL BE REJECTED.

ALLOW A MINIMUM OF FIVE DAYS PRIOR TO DELIVERY FOR REQUEST TO

SUBSTITUTE.  SUBSTITUTIONS ARE SUBJECT TO BC LANDSCAPE STANDARD

AND CANADIAN LANDSCAPE STANDARD - DEFINITION OF CONDITIONS OF

AVAILABILITY. * ALL LANDSCAPE MATERIAL AND WORKMANSHIP MUST MEET OR

EXCEED BC LANDSCAPE STANDARD AND CANADIAN LANDSCAPE STANDARD

LATEST EDITION. * ALL PLANT MATERIAL MUST BE PROVIDED FROM CERTIFIED

DISEASE FREE NURSERY. * BIO-SOLIDS NOT PERMITTED IN GROWING MEDIUM

UNLESS AUTHORIZED BY LANDSCAPE ARCHITECT.

TREE PICTURES

THUJA P.ACER R.ACER G. CARPINUS B. CERCIS C. CORNUS K. GINKGO B. MAGNOLIA K. PICEA A.

8
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24X12" BARKMAN BROADWAY 100MM

24X24" HYDRAPRESSED CONCRETE SLAB

DESCRIPTION

MATERIAL LEGEND

KEY QTY

CONCRETE

48X48" HYDRAPRESSED CONCRETE SLAB

POURED IN PLACE RUBBER

WASHED GRAVEL

ONSITE PLANTED AREA

SOD LAWN

WISHBONE BAYVIEW BACKED BENCH5

PING PONG TABLE1

MAGLIN MBR150-S BIKE RACK2

KOMPAN SPRINGER NRO102 PONY 1

KOMPAN ROBINIA PARKOUR2 NR852 1

FURNITURE PICTURES

WISHBONE BENCH MAGLIN BIKE RACK

SPRINGER

ROBINIA PARKOUR2

MAGLIN FORO TABLE AND CHAIRS3

BARBEQUE1

MAGLIN FORO TABLE

LANDSCAPE
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L1
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ROOTBALL WIDTH PLUS

600 MM (MIN)

SET TREE PLUMB.  USE TWO ROUND STAKES

(50mm - 75mm DIA. P.T. WOOD), 2.0M IN LENGTH,

EACH SET 1/3RD HT. BELOW GRADE.

50mm WIDE FABRIC BELT / BANDING IN

FIGURE 8 PATTERN, ATTACHED TO STAKE WITH

SHINGLE NAIL.  PLACE BELT AT A HEIGHT NO

GREATER THATN THE HEIGHT THAT WILL

SUPPORT THE TREE VERTICALLY.

CLEAN CUT SOD EDGE.

GROWING MEDIUM DEPTH AS PER SPEC.

FILL PLANTING HOLE WITH GROWING MEDIUM TO

2/3RDS FULL, THEN REMOVE STRAPPING, CUT ALL

BINDING MATERIAL, AND FOLD BURLAP INTO

BOTTOM OF HOLE.  COMPACT CROWING MEDIUM TO

85% PROCTOR DENSITY, TO REMOVE AIR POCKETS.

COMPACT SUBGRADE UNDER ROOTBALL TO 

95% PROCTOR DENSITY, TO PREVENT TREE

SETTLING. AFTER COMPACTION, SCARIFY SIDES

TREE STD. HT PER SPECS.

2/3 HT OF STANDARD

FINISHED GRADE OF PLANTING, INCLUDING

BARK MULCH, TO BE EQUIVALENT TO NURSERY

GROWN GRADE. FINISH GRADE TO MEET TOPS

OF CURBS, WALKS AND DRIVEWAYS, ETC.

MINIMUM DISTANCE OF 150mm FROM TRUNK.

50mm DEPTH BARK MULCH APPLIED AT A 

IN TOPSOIL FOR FIRST YEAR WATERING.

1500mm DIA. X 50mm DEEP WELL FORMED

TO SUN, FROST, WIND.  DO NOT LET ROOTS DRY OUT.

PLANTING.  TREE ROOTS NOT TO BE EXPOSED

PROTECT TREE FROM DAMAGE DURING

POSITIVE SURFACE DRAINAGE AT MINIMUM 2%.

CONFIRM FREE DRAINING SUBSOIL.  PROVIDE 

FERTILIZE AS PER GROWING MEDIUM TEST RESULTS.

SPECIFICATIONS AND IS SUITABLE FOR RE-USE.

CONFIRM EXISTING GROWING MEDIUM MEETS

DO NOT CUT LEADER

PLANTED HOLE EDGE WITH SHALLOW ANGLE.

CONFIRM UNDERGROUND SERVICES LOCATIONS PRIOR

TO EXCAVATION.  ALL PLANTING PITS SHALL BE DUG 

BY HAND WHERE UNDERGROUND SERVICES MAY EXIST.

NOTES:

AND BOTTOM OF PLANTING PIT.

15" TYP.

42" HT. METAL PICKET FENCE

1/2" = 1'-0"

6

PREPARED SLAB: (PROTECTION /WATERPROOFING BY OTHERS)

GROWING MEDIUM

(REFER TO LANDSCAPE

SPECIFICATIONS FOR

DEPTH AND COMPOSITION)

DRAIN MAT: NILEX PD-20

OR APPROVED EQUIVALENT

2" SAND LAYER

GROWING MEDIUM

(REFER TO LANDSCAPE

SPECIFICATION FOR DEPTH

AND COMPOSITION)

PREPARED SLAB

 (PROTECTION /WATERPROOFING

BY OTHERS)

DRAIN MAT: NILEX PD-20

OR APPROVED EQUIVALENT

SANDBLASTED FINISH FOR

CONCRETE PLANTER WALL

CHAMFER EDGES WITH REVEAL

WALL DRAIN MAT:

NILEX WD-15

OR APPROVED

EQUIVALENT

2" DEPTH SAND LAYER

PAVING

SITE FURNISHINGS TO BE INSTALLED TO

NOTE:

MANUFACTURERS SPECIFICATIONS

CONCRETE PAD

/SIDEWALK

CONCRETE

ANCHOR

IN DRILLED

HOLE

GRADE

FURNITURE BASE

PLANTING ON SLAB

1/2" = 1'-0"

1

PLANTER WALL ON SLAB

1/2" = 1'-0"

2

SITE FURNITURE MOUNTING

N.T.S

9

3" SQ. ALUM. POST

1/2" ALUM. CROSS PIECES - WELDED

1" SQ. ALUM. VERTICALS

5" O.C. MAX.(MAX. 4" GAP)

3'-6"

7"

3"

2'-1"

2" SQ. ALUM. GATE FRAME

1" SQ. ALUM. PICKETS

2" SQ. ALUM.

3" MAX

3" SQ. ALUM/ POST,

SET IN CONCRETE FOOTING

(9" DIAM. X 18" DEEP

HEAVY DUTY HANDLE & HINGES

4"

COLOUR OF FENCE TO BE APPROVED BY LANDSCAPE ARCHITECT

2'

BUILDING

CONCRETE

PLANTER WALL

2"-3" DEPTH GRAVEL

DRAIN STRIP

PREPARED SLAB: (PROTECTION

/WATERPROOFING BY OTHERS)

DRAIN MAT: NILEX PD-20

OR APPROVED EQUIVALENT

PREPARED SLAB:

(PROTECTION /WATERPROOFING

BY OTHERS)

RESILIENT SURFACE

POURED IN PLACE RUBBER TO

MANUFACTURER SPECIFICATION:

- 13MM RUBBER WEAR COURSE

- 75MM RUBBER BASE COURSE

CONCRETE CURB

PAVERS

DRAIN MAT: NILEX PD-20

OR APPROVED EQUIVALENT

9mm CLEAR CRUSH

3/4" MINUS ROAD BASE

NOTE:

RESILIENT SURFACE TO BE INSTALLED

TO MANUFACTURER'S SPECIFICATION

AND MUST BE IN COMPLIANT WITH

CSA FALL HEIGHT FOR THE RESPECTIVE

PLAY STRUCTURES

3" GAP

4x4 POST

2X6 CEDAR CAP

2X2 RAILS

5'

5'

B
U

I
L

D
I
N

G

TO BUILDING EDGE

FASTEN TO POST WITH 2 X 3/8" 

CARRIAGE BOLTS AND CAP NUT ASSEMBLY

GALV. SADDLE BRACKET

FASTENED WITH 4X 3/8"Ø LAGSCREWS

CONCRETE SLAB BY OTHERS

2x6 RAILS

1x2 VERTICALS

2X4 BOTTOM 

RAILS

CONFIRM WITH ARCHITECTS

CONCRETE CURB

CAST IN PLACE 

1. ALL POSTS PRESSURE TREATED TO CSA STANDARD AND END CUTS TREATED WITH PRESERVATIVE.

2. ALL OTHER MEMBERS TO BE CEDAR. #2 (CONSTRUCTION) GRADE MINIMUM.

3. ALL HARDWARE HOT DIPPED GALVANIZED.

4. APPLY 2 COATS EXTERIOR STAIN TO MANUFACTURERS SPECIFICATION.  FINISH SELECTION AS APPROVED BY

PROJECT ARCHITECT.

5. ALL FENCES TO BE LEVEL. CHANGES IN GRADE TO BE IN 12"-18" STEPS (MAX.).  GAPS TO GRADE TO FOLLOW

FINISH GRADE. GAP TO BE 3-6".

NOTE:

POURED PLAY SURFACE EDGE

1/2" = 1'-0"

8

DRAIN ROCK STRIP AT BUILDING ON SLAB

1/2" = 1'-0"

3

PATIO SCREEN ON SLAB

1/2" = 1'-0"

7

TREE AND SHRUB PLANTING AT GRADE

1/2" = 1'-0"

10

PREPARED SLAB: (PROTECTION /

WATERPROOFING BY OTHERS)

DRAIN MAT: NILEX PD-20

OR APPROVED EQUIVALENT

1.5" DEPTH BIRD'S EYE PEA GRAVEL

CONCRETE PAVERS

PAVERS OVER SLAB

1/2" = 1'-0"

4

PAVERS TO BE INSTALLED TO MANUFACTURERS SPECIFICATIONS

NOTE:

PAVERS NOT TO BE CUT MORE THAN HALF SIZE

ALL PAVERS TO BE DIAMOND CUT

ONLY PAVERS OFF SLAB ARE TO BE INFILLED WITH POLYMER SAND

ONLY PAVERS OFF SLAB ARE TO HAVE BEDDING SAND LEVELING COURSE

ABBOTSFORD CONCRETE PRODUCTS:

18" X 18" HYDRAPRESSED SLABS,

SANDSTONE FINISH, DESERT SAND

SEALED, ON PEDESTALS

ADJUSTABLE PEDESTAL

NILEX PD20 OR APPROVED EQUIVALENT

WATERPROOF MEMBRANE

SEE ARCH.

STRUCTURAL SLAB

HYDRAPRESSED SLABS OVER PEDESTALS
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SCALE: 1/2"=1'-0"  
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