
SOD
LAWN

EXISTING TREE
TO BE RETAINED,

TYPICAL

CONCRETE UNIT PAVERS:
BELGARD CLASSIC STANDARD;
RUNNING BOND PATTERN; NATURAL COLOUR

BENCH

SOD LAWN

SOD LAWN

SOD LAWNBLACK METAL
PICKET FENCE

MAGLIN FORO 36" ROUND TABLE WITH UMBRELLA HOLE
MAGLIN FORO STANDARD CHAIR WITH SIDE ARMS

BLACK METAL
PICKET FENCE

GREEN THEORY DESIGN
CUSTOM PLANTERS
WITH OLLIE PLANT SIPPER
SELF-WATERING; SIZE:5'x5'x3'

PATHWAY PATHWAY

BENCH

PATIO

PATIO

PATIO

PHASE 1

SOD LAWN

SOD
LAWN

SOD
LAWN

SOD
LAWN

MAGLIN
BIKE RACK
MBR350
5 BIKES

MAGLIN BENCH
MLB720B SERIES2

GREEN THEORY DESIGN
PARTITION SERIES PLANTER
WITH OLLIE PLANT SIPPER
SELF-WATERING; 48"x15"x32"

HYDRAPRESSED SLABS:
BELGARD 24x24" TEXADA;

NATURAL COLOR

PMG PROJECT NUMBER: 24-202

PLANTED SIZE / REMARKSCOMMON NAMEBOTANICAL NAME
PLANT SCHEDULE

KEY QTY
TREE

9 ACER RUBRUM 'OCTOBER GLORY' OCTOBER GLORY MAPLE 7CM CAL; 2M STD; B&B
9 CORNUS KOUSA X NUTTALLII 'STARLIGHT' STARLIGHT HYBRID DOGWOOD 7CM CAL; B&B
7 GINKGO BILOBA 'PRINCETON SENTRY' PRINCETON SENTRY MAIDENHAIR 7CM CAL; 2M STD; B&B
5 GLEDITSIA T. INERMIS 'SHADEMASTER' SHADEMASTER HONEY LOCUST 8CM CAL; 1.8M STD; B&B
5 PICEA OMORIKA SERBIAN SPRUCE 3M HT; B&B

NOTES:  * PLANT SIZES IN THIS LIST ARE SPECIFIED ACCORDING TO THE BC LANDSCAPE STANDARD AND CANADIAN LANDSCAPE STANDARD, LATEST EDITION.
CONTAINER SIZES SPECIFIED AS PER CNLA STANDARD.  BOTH PLANT SIZE AND CONTAINER SIZE ARE THE MINIMUM ACCEPTABLE SIZES.  * REFER TO
SPECIFICATIONS FOR DEFINED CONTAINER MEASUREMENTS AND OTHER PLANT MATERIAL REQUIREMENTS.  * SEARCH AND REVIEW: MAKE PLANT MATERIAL
AVAILABLE FOR OPTIONAL REVIEW BY LANDSCAPE ARCHITECT AT SOURCE OF SUPPLY.  AREA OF SEARCH TO INCLUDE LOWER MAINLAND AND FRASER VALLEY. *
SUBSTITUTIONS: OBTAIN WRITTEN APPROVAL FROM THE LANDSCAPE ARCHITECT PRIOR TO MAKING ANY SUBSTITUTIONS  TO THE SPECIFIED MATERIAL.
UNAPPROVED SUBSTITUTIONS WILL BE REJECTED.  ALLOW A MINIMUM OF FIVE DAYS PRIOR TO DELIVERY FOR REQUEST TO SUBSTITUTE.  SUBSTITUTIONS ARE
SUBJECT TO BC LANDSCAPE STANDARD AND CANADIAN LANDSCAPE STANDARD - DEFINITION OF CONDITIONS OF AVAILABILITY. * ALL LANDSCAPE MATERIAL AND
WORKMANSHIP MUST MEET OR EXCEED BC LANDSCAPE STANDARD AND CANADIAN LANDSCAPE STANDARD LATEST EDITION. * ALL PLANT MATERIAL MUST BE
PROVIDED FROM CERTIFIED DISEASE FREE NURSERY. * BIO-SOLIDS NOT PERMITTED IN GROWING MEDIUM UNLESS AUTHORIZED BY LANDSCAPE ARCHITECT.

MAGLIN BIKE RACK MBR350

MAGLIN FORO 36" ROUND TABLE WITH UMBRELLA HOLE
MAGLIN FORO STANDARD CHAIR WITH SIDE ARMS

MAGLIN MLB870 BENCH SERIES MLB870-PC(X)

GREEN THEORY DESIGN CUSTOM PLANTERS
SELF-WATERING
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33.7

32.5

10.0

21.9

84.6

11.8

10.515.4
12.5

20.9

62.5

15.1

99.4

MINIMUM 1.00m DEPTH (m3)

SOIL VOLUME

MINIMUM 0.75m DEPTH (m3)

MINIMUM 0.6m DEPTH (m3)

MINIMUM 10m3 PER TREE

MINIMUM 0.45m DEPTH (m3)
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2 ERICA CARNEA 'SPRINGWOOD WHITE'
4 FRAGARIA x ANANASSA

PLANTERS (TYPICAL OF 19)

PMG PROJECT NUMBER: 24-202 PMG PROJECT NUMBER: 24-202

PLANTED SIZE / REMARKSCOMMON NAMEBOTANICAL NAME
PLANT SCHEDULE

KEY QTY
SHRUB

64 BUXUS MICROPHYLLA 'WINTER GEM' LITTLE-LEAF BOX #3 POT; 40CM
67 CORNUS SERICEA REDTWIG DOGWOOD #3 POT; 80CM
87 EUONYMUS ALATA 'COMPACTUS' COMPACT WINGED BURNING BUSH #3 POT; 50CM
15 PRUNUS LAUROCERASUS 'OTTO LUYKEN' OTTO LUYKEN LAUREL #3 POT; 50CM
45 RHODODENDRON 'MRS. FURNIVAL' RHODODENDRON; ROSE PINK; MAY #3 POT; 50CM
16 RHODODENDRON 'NOVA ZEMBLA' RHODODENDRON; RED #3 POT; 50CM 
214 SPIRAEA JAPONICA 'LITTLE PRINCESS' LITTLE PRINCESS SPIRAEA; PINK #2 POT; 40CM 
227 VIBURNUM DAVIDII DAVID'S VIBURNUM #2 POT; 30CM

NOTES:  * PLANT SIZES IN THIS LIST ARE SPECIFIED ACCORDING TO THE BC LANDSCAPE STANDARD AND CANADIAN LANDSCAPE STANDARD, LATEST EDITION.
CONTAINER SIZES SPECIFIED AS PER CNLA STANDARD.  BOTH PLANT SIZE AND CONTAINER SIZE ARE THE MINIMUM ACCEPTABLE SIZES.  * REFER TO
SPECIFICATIONS FOR DEFINED CONTAINER MEASUREMENTS AND OTHER PLANT MATERIAL REQUIREMENTS.  * SEARCH AND REVIEW: MAKE PLANT MATERIAL
AVAILABLE FOR OPTIONAL REVIEW BY LANDSCAPE ARCHITECT AT SOURCE OF SUPPLY.  AREA OF SEARCH TO INCLUDE LOWER MAINLAND AND FRASER VALLEY. *
SUBSTITUTIONS: OBTAIN WRITTEN APPROVAL FROM THE LANDSCAPE ARCHITECT PRIOR TO MAKING ANY SUBSTITUTIONS  TO THE SPECIFIED MATERIAL.
UNAPPROVED SUBSTITUTIONS WILL BE REJECTED.  ALLOW A MINIMUM OF FIVE DAYS PRIOR TO DELIVERY FOR REQUEST TO SUBSTITUTE.  SUBSTITUTIONS ARE
SUBJECT TO BC LANDSCAPE STANDARD AND CANADIAN LANDSCAPE STANDARD - DEFINITION OF CONDITIONS OF AVAILABILITY. * ALL LANDSCAPE MATERIAL AND
WORKMANSHIP MUST MEET OR EXCEED BC LANDSCAPE STANDARD AND CANADIAN LANDSCAPE STANDARD LATEST EDITION. * ALL PLANT MATERIAL MUST BE
PROVIDED FROM CERTIFIED DISEASE FREE NURSERY. * BIO-SOLIDS NOT PERMITTED IN GROWING MEDIUM UNLESS AUTHORIZED BY LANDSCAPE ARCHITECT.

PLANTED SIZE / REMARKSCOMMON NAMEBOTANICAL NAME
PLANT SCHEDULE

KEY QTY
GRASS

32 CAREX OSHIMENSIS 'EVERGOLD' EVERGOLD JAPANESE SEDGE #1 POT
159 PENNISETUM ALOPECUROIDES 'HAMELIN' DWARF FOUNTAIN GRASS #1 POT
388 PENNISETUM ALOPECUROIDES 'LITTLE BUNNY' FOUNTAIN GRASS  #1 POT
16 STIPA TENUISSIMA MEXICAN FEATHER GRASS #1 POT

PERENNIAL
94 LIRIOPE MUSCARI BLUE LILY-TURF #1 POT

GC
164 ERICA CARNEA 'SPRINGWOOD PINK' WINTER HEATH; PINK #1 POT
38 ERICA CARNEA 'SPRINGWOOD WHITE' WINTER HEATH; WHITE #1 POT
76 FRAGARIA x ANANASSA GARDEN STRAWBERRY 9CM POT
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PREPARED SLAB: (PROTECTION /WATERPROOFING BY OTHERS)

GROWING MEDIUM
(REFER TO LANDSCAPE SPECIFICATIONS)

DRAIN MAT: NILEX WD-15
OR APPROVED EQUIVALENT

2" SAND LAYER GROWING MEDIUM

PREPARED SLAB
 (PROTECTION /WATERPROOFING

BY OTHERS)

DRAIN MAT: NILEX WD-15
OR APPROVED EQUIVALENT
UNDER SOIL AREA ONLY

WALLS BY ARCHITECT

WALL DRAIN MAT:
NILEX WD-15
OR APPROVED
EQUIVALENT

2" DEPTH SAND LAYER

PAVING

DRAIN MAT: NILEX PD-20
OR APPROVED EQUIVALENT

SEE SPEC
FOR DEPTH

BARK MULCH

PLANTER WALL

DRAIN ROCK NEXT
TO BUILDING WALL

BU
IL

D
IN

G
  W

AL
L

600mm

300mm

75mm DEPTH GRAVEL
DRAIN STRIP

DRAIN MAT: NILEX PD-20
OR APPROVED EQUIVALENT

PREPARED SLAB: (PROTECTION
/WATERPROOFING BY OTHERS)

BUILDING

1 PLANTING ON SLAB
1:10

3 PAVERS ON SLAB
1:10

2 PLANTER WALL ON SLAB
1:10

4 DRAIN STRIP ON SLAB
1:10

PAVERS TO BE INSTALLED TO MANUFACTURERS SPECIFICATIONS

NOTE:

2" BIRD'S EYE GRAVEL

CONCRETE PAVERS
AS PER LANDSCAPE PLAN

PROTECTED SLAB BY OTHERS

NILEX PD20 OR APPROVED
EQU.  DRAIN MAT

PAVERS NOT TO BE CUT MORE THAN HALF SIZE
ALL PAVERS TO BE DIAMOND CUT
ONLY PAVERS OFF SLAB ARE TO BE INFILLED WITH POLYMER SAND

DO NOT INFILL AND
SWEEP SAND BETWEEN

PAVERS THAT ARE ON
TOP OF SLAB

IE COURTYARD AND
PRIVATE PATIO AREAS

ONLY PAVERS OFF SLAB ARE TO HAVE BEDDING SAND LEVELING COARSE

TREE 5754

TOPSOIL TO BLEND TRAIL
EDGE WITH EX. GRADE

TO A MAXIMUM 4" AT
PROTECTION ZONES

UNDISTURBED SUB-GRADE

DO NOT CUT OR DISTURB
TREE ROOTS UNLESS UNDER
DIRECTION OF THE ARBORIST

TENSAR BX GEOGRID

4" COMPACTED
GRANULAR FILL

4"-6" THICK CRUSHED
ROCK DUST PATH

TO BE INSTALLED OVER
EXISTING GRADE

ANY MECHANICAL
COMPACTION TO BE
SUPERVISED BY THE

ARBORIST

5' TRAIL WIDTH
REFER TO PLANS FOR LOCATIONS

THIS DETAIL SHALL APPLY TO ALL SECTIONS OF TRAIL THAT PASS WITHIN
EXISTING TREE PROTECTION ZONES OR EXISTING TREE CANOPIES, FOR
ALL TREES MARKED FOR RETENTION (REFER TO ARBORISTS REPORT).

FINAL TRAIL ALIGNMENT WITHIN TREE PROTECTION ZONES TO BE
FLAGGED BY LANDSCAPE ARCHITECT IN THE FIELD TO MINIMISE
DISTURBANCE TO EXISTING TREES.

FINAL TRAIL ALIGNMENT TO BE REVIEWED AND OK'D BY THE LANDSCAPE
ARCHITECT AND ARBORIST PRIOR TO INSTALLATION.

ALL WORK WITHIN TREE PROTECTION AREAS TO BE UNDER THE
DIRECTION AND APPROVAL OF THE LANDSCAPE ARCHITECT AND
ARBORIST.

5 5' CRUSHED ROCK DUST PATH 
1:50

ALL FENCES TO BE LEVEL. CHANGES IN GRADE TO BE IN 12"-18" STEPS (MAX.).
GAPS TO GRADE TO FOLLOW FINISH GRADE. GAP TO BE 3-6".

3.

POWDER COATED ALUMINUM, BLACK

ALL HARDWARE HOT DIPPED GALVANIZED.2.

1.

NOTE

4'

6"

1" SQ. PICKET

2" SQ. POST

1/3 POST HEIGHT
IN CONCRETE FOOTING

ON 3" DRAIN ROCK

6"

2'-6"

6"

1.5" SQ. RAIL BRACKET

6 4' HT. METAL PICKET FENCE
1:25

1.2m

0.6m

DO NOT CUT LEADER

 TIE WITH PRE-APPROVED COMMERCIAL,
FLAT WOVEN POLYPROPYLENE FABRIC BELT,

MIN. WIDTH 19MM (3/4"). APPROVED PRODUCT:
ARBORTIE - AVAILABLE FROM DEEPROOT.

75mm MOUND
SET ROOT BALL ON FIRMLY PACKED

SOIL TO PREVENT SETTLING.

USE TWO 50MMx50MM STAKES,
FOR TREES LARGER THAN 65MM

CALIPER USE 75MM Ø STAKES
UNLESS SUPERSEDED BY

MUNICIPAL REQUIREMENTS.

SET TREE PLUMB.  STAKE TREE AS SPECIFIED
POSITIONING STAKE WITHOUT DAMAGE TO ROOT BALL.

50mm BARK MULCH IN ALL PLANTING AREAS UNLESS
OTHERWISE SPECIFIED (SEE PLANTING PLAN).  GRADE
TO TOPS OF CURBS, WALKS, AND DRIVEWAYS ETC.

ALL MATERIALS AND LABOUR TO MEET LATEST CSLA STANDARDS. 

UNDISTURBED OR COMPACTED
BASE MATERIAL

GROWING MEDIUM DEPTH TO CONFORM TO DEPTH
OF ROOTBALL - WIDTH SHALL BE AT LEAST TWICE THE
WIDTH OF THE ROOT BALL WITH SAUCER SHAPED.
OVERALL TOPSOIL DEPTH AS PER SPECIFICATIONS.
SCARIFY SIDES AND BOTTOM OF TREE PIT PRIOR TO
PLANTING.

LOOSEN BURLAP AROUND THE
TOP 1/3 OF THE ROOTBALL. CUT
AWAY OR FOLD UNDER.  AFTER
SETTLED IN PLACE, CUT TWINE

LAWN

150mm
450mm

SHRUBS

7 TREE/SHRUB PLANTING DETAIL
1:25
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