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QUERCUS PALUSTRIS 8CM CAL; 2M STD; B&B
STEWARTIA PSEUDOCAMELLIA 7CM CAL; B&B

3M HT; B&B

PLANTED SIZE / REMARKSCOMMON NAMEBOTANICAL NAME
TREE SCHEDULE

KEY QTY
TREE

PAPERBARK MAPLEACER GRISEUM 7CM CAL; 1.8M STD; B&B
ACER PALMATUM 'OSAKAZUKI' GREEN JAPANESE MAPLE 7CM CAL; B&B
ACER RUBRUM 'RED ROCKET' RED ROCKET MAPLE 7CM CAL; 2M STD; B&B
CARPINUS BETULUS 'FRANS FONTAINE' PYRAMIDAL EUROPEAN HORNBEAM 7CM CAL; 1.2M STD; B&B
CERCIS CANADENSIS 'FOREST PANSY' FOREST PANSY REDBUD 7CM CAL; B&B
CORNUS FLORIDA 'RUBRA' PINK FLOWERING DOGWOOD 7CM CAL; 1.5M CAL; B&B
GINKGO BILOBA 'PRINCETON SENTRY' PRINCETON SENTRY MAIDENHAIR 7CM CAL; 2M STD; B&B
MAGNOLIA KOBUS STELLATA 'PINK STAR' PINK STAR MAGNOLIA (LIGHT PINK) 7CM CAL; 2.5M HT; 1M STD
PICEA ABIES 'PENDULA' WEEPING NORWAY SPRUCE 3M HT; B&B

PIN OAK

WESTERN RED CEDAR
JAPANESE STEWARTIA

THUJA PLICATA 'EXCELSA'

NOTES:  * PLANT SIZES IN THIS LIST ARE SPECIFIED ACCORDING TO THE BC
LANDSCAPE STANDARD AND CANADIAN LANDSCAPE STANDARD, LATEST
EDITION.  CONTAINER SIZES SPECIFIED AS PER CNLA STANDARD.  BOTH PLANT
SIZE AND CONTAINER SIZE ARE THE MINIMUM ACCEPTABLE SIZES.  * REFER TO
SPECIFICATIONS FOR DEFINED CONTAINER MEASUREMENTS AND OTHER
PLANT MATERIAL REQUIREMENTS.  * SEARCH AND REVIEW: MAKE PLANT
MATERIAL AVAILABLE FOR OPTIONAL REVIEW BY LANDSCAPE ARCHITECT AT
SOURCE OF SUPPLY.  AREA OF SEARCH TO INCLUDE LOWER MAINLAND AND
FRASER VALLEY. * SUBSTITUTIONS: OBTAIN WRITTEN APPROVAL FROM THE
LANDSCAPE ARCHITECT PRIOR TO MAKING ANY SUBSTITUTIONS  TO THE
SPECIFIED MATERIAL. UNAPPROVED SUBSTITUTIONS WILL BE REJECTED.
ALLOW A MINIMUM OF FIVE DAYS PRIOR TO DELIVERY FOR REQUEST TO
SUBSTITUTE.  SUBSTITUTIONS ARE SUBJECT TO BC LANDSCAPE STANDARD
AND CANADIAN LANDSCAPE STANDARD - DEFINITION OF CONDITIONS OF
AVAILABILITY. * ALL LANDSCAPE MATERIAL AND WORKMANSHIP MUST MEET OR
EXCEED BC LANDSCAPE STANDARD AND CANADIAN LANDSCAPE STANDARD
LATEST EDITION. * ALL PLANT MATERIAL MUST BE PROVIDED FROM CERTIFIED
DISEASE FREE NURSERY. * BIO-SOLIDS NOT PERMITTED IN GROWING MEDIUM
UNLESS AUTHORIZED BY LANDSCAPE ARCHITECT.

TREE IMAGES

THUJA P.ACER R.ACER G. CARPINUS B. CERCIS C. CORNUS K. GINKGO B. MAGNOLIA K. PICEA A.

2
4
7
4
4
5
4
10
6
8
2
6

*ALL SOFT LANDSCAPE AREAS TO BE IRRIGATED WITH HIGH EFFICIENCY DESIGN
BUILD IRRIGATION SYSTEM DESIGNED TO IIABC STANDARDS. FINAL DESIGN WILL
BE DEPENDENT ON COORDINATION WITH MECHANICAL CONSULTANT.*
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24X12" BARKMAN BROADWAY 100MM

24X24" HYDRAPRESSED CONCRETE SLAB

DESCRIPTION
MATERIAL LEGEND

SYMBOL QTY

CONCRETE

SOD LAWN

POURED IN PLACE RUBBER
WASHED GRAVEL
SYNLAWN ARTIFICIAL TURF
ONSITE PLANTED AREA

WISHBONE BAYVIEW BACKED BENCH5

CORA EXPO BIKE RACK W36062

KOMPAN ROBINIA PARKOUR2 NR852 1

FURNITURE IMAGES

WISHBONE BENCH CORA EXPO W3606

ROBINIA PARKOUR2

MAGLIN FORO TABLE AND CHAIRS2

MAGLIN FORO TABLE & CHAIR

KEY

DESCRIPTION
FURNITURE LEGEND

SYMBOL QTYKEY

QUARRY STONE BBQ

BARKMAN QUARRY STONE W/ BBQ1

3 WISHBONE BAYVIEW TABLE

WISHBONE TABLE

LIGMAN SINDHU BOLLARD

DESCRIPTION
LIGHTING LEGEND
SYMBOL QTY

WAC STEP LIGHT

WAC UPLIGHT

USIN-10001

WL-LED100

ACCENT 120V
8

25

39

LIGHTING IMAGES

WAC UPLIGHTWAC STEP LIGHT LIGMAN BOLLARD LIGHT

MATERIALS AND
LIGHTING PLAN
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PLANTED SIZE / REMARKSCOMMON NAMEBOTANICAL NAME
PLANT SCHEDULE

KEY QTY
SHRUB

88 BERBERIS THUNBERGII 'ATROPURPUREA NANA' JAPANESE BARBERRY #2 POT; 30CM
50 BERBERIS THUNBERGII 'ROSE GLOW' ROSE PURPLE FOLIAGE BARBERRY #2 POT; 30CM
34 BUXUS MICROPHYLLA 'WINTER GEM' LITTLE-LEAF BOX #2 POT; 25CM
43 CARYOPTERIS INCANA 'JASON' SUNSHINE BLUE BLUEBEARD #2 POT; 40CM
6 HAMAMELIS x INTERMEDIA 'JELENA' WITCH HAZEL; ORANGE #10 POT
62 HYDRANGEA MACROPHYLLA 'ENDLESS SUMMER' ENDLESS SUMMER BIGLEAF HYDRANGEA #3 POT; 80CM
34 HYDRANGEA QUERCIFOLIA OAKLEAF HYDRANGEA #3 POT; 80CM
41 KALMIA LATIFOLIA 'SNOWDRIFT' MOUNTAIN LAUREL #2 POT; 30CM
36 NANDINA DOMESTICA MOONBAY DWARF HEAVENLY BAMBOO #3 POT; 50CM
47 PHYSOCARPUS OPULIFOLIUS 'TINY WINE' DRARF PURPLE NINEBARK #2 POT; 30CM
9 PIERIS JAPONICA 'VALLEY FIRE' PIERIS #3 POT; 50CM
53 PRUNUS LAUROCERASUS 'OTTO LUYKEN' OTTO LUYKEN LAUREL #3 POT; 50CM
52 RHODODENDRON 'ANAH KRUSCHKE' RHODODENDRON; BLUE #3 POT; 50CM
35 RHODODENDRON 'RAMAPO' RHODODENDRON; PINK/VIOLET #2 POT; 30CM
22 SARCOCOCCA CONFUSA SWEET BOX #2 POT; 30CM

263 SKIMMIA REEVESIANA DWARF SKIMMIA #2 POT; 25CM
7 SPIRAEA JAPONICA 'LITTLE PRINCESS' LITTLE PRINCESS SPIRAEA; PINK #2 POT; 40CM 

130 SPIRAEA X BUMALDA 'GOLDFLAME' GOLDFLAME SPIREA #1 POT
70 TAXUS BACCATA 'FASTIGIATA' COLUMNAR IRISH YEW 1.5M B&B

116 THUJA OCCIDENTALIS 'SMARAGD' EMERALD GREEN CEDAR 2M HT; B&B
GRASS

281 CAREX OSHIMENSIS 'EVERGOLD' EVERGOLD JAPANESE SEDGE #1 POT
29 HAKONECHLOA MACRA 'AUREOLA' GOLD VARIEGATED JAPANESE FOREST GRASS #1 POT

136 HELICTOTRICHON SEMPERVIRENS BLUE OAT GRASS #1 POT
32 MISCANTHUS SINENSIS `GRACILLIMUS' MAIDEN GRASS #1 POT

PERENNIAL
32 ALLIUM 'MILLENIUM' ORNAMENTAL ALLIUM 15CM POT
40 ECHINACEA PURPUREA PURPLE CONEFLOWER 15CM POT
16 EUPHORBIA CHARACIAS SSP. WULFENII CHARACIAS SPURGE 15CM POT
89 LIRIOPE SPICATA CREEPING LILY-TURF 15CM POT
20 PEROVSKIA ATRIPLICIFOLIA RUSSIAN SAGE 15CM POT
42 RUDBECKIA FULGIDA VAR SULLIVANTII `GOLDSTURM' RUDBECKIA; YELLOW 15CM POT

GC
71 POLYSTICHUM MUNITUM WESTERN SWORD FERN #1 POT; 25CM

NOTES:  * PLANT SIZES IN THIS LIST ARE SPECIFIED ACCORDING TO THE BC LANDSCAPE STANDARD AND CANADIAN LANDSCAPE STANDARD, LATEST EDITION.
CONTAINER SIZES SPECIFIED AS PER CNLA STANDARD.  BOTH PLANT SIZE AND CONTAINER SIZE ARE THE MINIMUM ACCEPTABLE SIZES.  * REFER TO
SPECIFICATIONS FOR DEFINED CONTAINER MEASUREMENTS AND OTHER PLANT MATERIAL REQUIREMENTS.  * SEARCH AND REVIEW: MAKE PLANT MATERIAL
AVAILABLE FOR OPTIONAL REVIEW BY LANDSCAPE ARCHITECT AT SOURCE OF SUPPLY.  AREA OF SEARCH TO INCLUDE LOWER MAINLAND AND FRASER VALLEY. *
SUBSTITUTIONS: OBTAIN WRITTEN APPROVAL FROM THE LANDSCAPE ARCHITECT PRIOR TO MAKING ANY SUBSTITUTIONS  TO THE SPECIFIED MATERIAL.
UNAPPROVED SUBSTITUTIONS WILL BE REJECTED.  ALLOW A MINIMUM OF FIVE DAYS PRIOR TO DELIVERY FOR REQUEST TO SUBSTITUTE.  SUBSTITUTIONS ARE
SUBJECT TO BC LANDSCAPE STANDARD AND CANADIAN LANDSCAPE STANDARD - DEFINITION OF CONDITIONS OF AVAILABILITY. * ALL LANDSCAPE MATERIAL AND
WORKMANSHIP MUST MEET OR EXCEED BC LANDSCAPE STANDARD AND CANADIAN LANDSCAPE STANDARD LATEST EDITION. * ALL PLANT MATERIAL MUST BE
PROVIDED FROM CERTIFIED DISEASE FREE NURSERY. * BIO-SOLIDS NOT PERMITTED IN GROWING MEDIUM UNLESS AUTHORIZED BY LANDSCAPE ARCHITECT.

*ALL SOFT LANDSCAPE AREAS TO BE IRRIGATED WITH HIGH EFFICIENCY DESIGN BUILD IRRIGATION SYSTEM DESIGNED TO IIABC STANDARDS. FINAL DESIGN WILL
BE DEPENDENT ON COORDINATION WITH MECHANICAL CONSULTANT.*

VINE
29 PARTHENOCISSUS TRICUSPIDATA 'VEITCHII' BOSTON IVY #2 POT; 60CM; STAKED
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ROOTBALL WIDTH PLUS
600 MM (MIN)

SET TREE PLUMB.  USE TWO ROUND STAKES
(50mm - 75mm DIA. P.T. WOOD), 2.0M IN LENGTH,
EACH SET 1/3RD HT. BELOW GRADE.

50mm WIDE FABRIC BELT / BANDING IN
FIGURE 8 PATTERN, ATTACHED TO STAKE WITH
SHINGLE NAIL.  PLACE BELT AT A HEIGHT NO
GREATER THATN THE HEIGHT THAT WILL
SUPPORT THE TREE VERTICALLY.

CLEAN CUT SOD EDGE.

GROWING MEDIUM DEPTH AS PER SPEC.
FILL PLANTING HOLE WITH GROWING MEDIUM TO
2/3RDS FULL, THEN REMOVE STRAPPING, CUT ALL
BINDING MATERIAL, AND FOLD BURLAP INTO
BOTTOM OF HOLE.  COMPACT CROWING MEDIUM TO
85% PROCTOR DENSITY, TO REMOVE AIR POCKETS.

COMPACT SUBGRADE UNDER ROOTBALL TO 
95% PROCTOR DENSITY, TO PREVENT TREE
SETTLING. AFTER COMPACTION, SCARIFY SIDES

TREE STD. HT PER SPECS.

2/3 HT OF STANDARD

FINISHED GRADE OF PLANTING, INCLUDING
BARK MULCH, TO BE EQUIVALENT TO NURSERY
GROWN GRADE. FINISH GRADE TO MEET TOPS
OF CURBS, WALKS AND DRIVEWAYS, ETC.

MINIMUM DISTANCE OF 150mm FROM TRUNK.
50mm DEPTH BARK MULCH APPLIED AT A 
IN TOPSOIL FOR FIRST YEAR WATERING.
1500mm DIA. X 50mm DEEP WELL FORMED

TO SUN, FROST, WIND.  DO NOT LET ROOTS DRY OUT.
PLANTING.  TREE ROOTS NOT TO BE EXPOSED
PROTECT TREE FROM DAMAGE DURING

POSITIVE SURFACE DRAINAGE AT MINIMUM 2%.
CONFIRM FREE DRAINING SUBSOIL.  PROVIDE 

FERTILIZE AS PER GROWING MEDIUM TEST RESULTS.
SPECIFICATIONS AND IS SUITABLE FOR RE-USE.
CONFIRM EXISTING GROWING MEDIUM MEETS

DO NOT CUT LEADER

PLANTED HOLE EDGE WITH SHALLOW ANGLE.

CONFIRM UNDERGROUND SERVICES LOCATIONS PRIOR
TO EXCAVATION.  ALL PLANTING PITS SHALL BE DUG 
BY HAND WHERE UNDERGROUND SERVICES MAY EXIST.

NOTES:

AND BOTTOM OF PLANTING PIT.

15" TYP.

42" HT. METAL PICKET FENCE
1/2" = 1'-0"

6

PREPARED SLAB: (PROTECTION /WATERPROOFING BY OTHERS)

GROWING MEDIUM
(REFER TO LANDSCAPE
SPECIFICATIONS FOR
DEPTH AND COMPOSITION)

DRAIN MAT: NILEX PD-20
OR APPROVED EQUIVALENT

2" SAND LAYER

GROWING MEDIUM
(REFER TO LANDSCAPE

SPECIFICATION FOR DEPTH
AND COMPOSITION)

PREPARED SLAB
 (PROTECTION /WATERPROOFING

BY OTHERS) DRAIN MAT: NILEX PD-20
OR APPROVED EQUIVALENT

SANDBLASTED FINISH FOR
CONCRETE PLANTER WALL

CHAMFER EDGES WITH REVEAL

WALL DRAIN MAT:
NILEX WD-15
OR APPROVED
EQUIVALENT

2" DEPTH SAND LAYER

PAVING

SITE FURNISHINGS TO BE INSTALLED TO
NOTE:

MANUFACTURERS SPECIFICATIONS

CONCRETE PAD
/SIDEWALK

CONCRETE
ANCHOR

IN DRILLED
HOLE

GRADE

FURNITURE BASE

PLANTING ON SLAB
1/2" = 1'-0"1 PLANTER WALL ON SLAB

1/2" = 1'-0"2

SITE FURNITURE MOUNTING
N.T.S9

3" SQ. ALUM. POST

1/2" ALUM. CROSS PIECES - WELDED

1" SQ. ALUM. VERTICALS
5" O.C. MAX.(MAX. 4" GAP)

3'-6"

7"

3"

2'-1"

2" SQ. ALUM. GATE FRAME

1" SQ. ALUM. PICKETS

2" SQ. ALUM.

3" MAX

3" SQ. ALUM/ POST,
SET IN CONCRETE FOOTING
(9" DIAM. X 18" DEEP

HEAVY DUTY HANDLE & HINGES

4"

COLOUR OF FENCE TO BE APPROVED BY LANDSCAPE ARCHITECT

2'

BUILDING
CONCRETE
PLANTER WALL

2"-3" DEPTH GRAVEL
DRAIN STRIP

PREPARED SLAB: (PROTECTION
/WATERPROOFING BY OTHERS)

DRAIN MAT: NILEX PD-20
OR APPROVED EQUIVALENT

3" GAP

4x4 POST

2X6 CEDAR CAP

2X2 RAILS

5'

5'

BU
IL

D
IN

G

TO BUILDING EDGE
FASTEN TO POST WITH 2 X 3/8" 
CARRIAGE BOLTS AND CAP NUT ASSEMBLY

GALV. SADDLE BRACKET
FASTENED WITH 4X 3/8"Ø LAGSCREWS

CONCRETE SLAB BY OTHERS

2x6 RAILS

1x2 VERTICALS

2X4 BOTTOM 
RAILS

CONFIRM WITH ARCHITECTS

CONCRETE CURB
CAST IN PLACE 

1. ALL POSTS PRESSURE TREATED TO CSA STANDARD AND END CUTS TREATED WITH PRESERVATIVE.
2. ALL OTHER MEMBERS TO BE CEDAR. #2 (CONSTRUCTION) GRADE MINIMUM.
3. ALL HARDWARE HOT DIPPED GALVANIZED.
4. APPLY 2 COATS EXTERIOR STAIN TO MANUFACTURERS SPECIFICATION.  FINISH SELECTION AS APPROVED BY

PROJECT ARCHITECT.
5. ALL FENCES TO BE LEVEL. CHANGES IN GRADE TO BE IN 12"-18" STEPS (MAX.).  GAPS TO GRADE TO FOLLOW

FINISH GRADE. GAP TO BE 3-6".

NOTE:

DRAIN ROCK STRIP AT BUILDING ON SLAB
1/2" = 1'-0"3

PATIO SCREEN ON SLAB
1/2" = 1'-0"

7

TREE AND SHRUB PLANTING AT GRADE
1/2" = 1'-0"

10

PREPARED SLAB: (PROTECTION /
WATERPROOFING BY OTHERS)

DRAIN MAT: NILEX PD-20
OR APPROVED EQUIVALENT

1.5" DEPTH BIRD'S EYE PEA GRAVEL
CONCRETE PAVERS

PAVERS OVER SLAB
1/2" = 1'-0"4

PAVERS TO BE INSTALLED TO MANUFACTURERS SPECIFICATIONS
NOTE:

PAVERS NOT TO BE CUT MORE THAN HALF SIZE
ALL PAVERS TO BE DIAMOND CUT
ONLY PAVERS OFF SLAB ARE TO BE INFILLED WITH POLYMER SAND
ONLY PAVERS OFF SLAB ARE TO HAVE BEDDING SAND LEVELING COURSE

ABBOTSFORD CONCRETE PRODUCTS:
18" X 18" HYDRAPRESSED SLABS,
SANDSTONE FINISH, DESERT SAND
SEALED, ON PEDESTALS

ADJUSTABLE PEDESTAL

NILEX PD20 OR APPROVED EQUIVALENT

WATERPROOF MEMBRANE
SEE ARCH.
STRUCTURAL SLAB

HYDRAPRESSED SLABS OVER PEDESTALS5
SCALE: 1/2"=1'-0"  

ARTIFICIAL TURF ON SLAB
1"=1'-0"11

NOTE:
ARTIFICIAL TURF AS A RESILIENT SURFACE IS
TO BE INSTALLED TO MANUFACTURER'S
SPECIFICATION AND MUST BE IN COMPLIANCE
WITH CSA FALL HEIGHT FOR THE RESPECTIVE
PLAY STRUCTURES

1/2" CLEAR CRUSH AGGREGATE
ASTM NO.8 2"-4"

1/2”-1” FINES

2” SYNLAWN FALL PAD™ AS PER
SAFTY SURFACE REQUIREMENTS

SYNLAWN ARTIFICIAL GRASS

HIGH-PERFORMANCE COATED
TOP DRESSING PER
SPECIFICATIONS

SECURE GRASS TO
BOARD WITH GALVANIZED

STAPLES ALONG
PERIMETER (OPTIONAL)

2X4 RECYCLED PLASTIC

VOID FILL: KOROLITE EPS 19
(OR EQUAL, WHERE REQUIRED)

DRAIN MAT: NILEX PD-20 OR
APPROVED EQUIVALENT

PREPARED SLAB  (PROTECTION /
WATERPROOFING BY OTHERS)

PLAY TILE SURFACE EDGE
1" = 1'-0"

8

CONCRETE CURB 6" WIDE

RUBBER PLAY TILES

PLAYPAD SIZE BASED ON CRITICAL FALL HEIGHT

6" COMPACTED 9MM CLEAR CRUSH AGGREGATE
AS REQUIRED TO ENSURE FINISHED GRADE
 IS FLUSH WITH ADJACENT SURFACES

HOUSEKEEPING SLAB AS REQUIRED
BY PLAY EQUIPMENT MANU.

CONCRETE PAVERS
AS PER LANDSCAPE PLAN

VOID FILL: KOROLITE EPS 19
(OR EQUAL, WHERE REQUIRED)

DRAIN MAT: NILEX PD-20
OR APPROVED EQUIVALENT

PREPARED SLAB  (PROTECTION
 /WATERPROOFING BY OTHERS)

NOTE: RESILIENT SURFACE TO BE INSTALLED TO
MANUFACTURER'S SPECIFICATION AND MUST BE IN
COMPLIANCE WITH CSA FALL HEIGHT FOR THE
RESPECTIVE PLAY STRUCTURES

LANDSCAPE
DETAILS

L6
23.JAN.16
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CLIENT:

LANDSCAPE

Burnaby, British Columbia, V5C 6G9
p:  604 294-0011  ;  f:  604 294-0022

Suite C100  -  4185 Still Creek Drive
ARCHITECTS

01 23.MAY.18 NEW SITE PLAN MC

02 23.JUN.15 NEW PL RJ

03 23.AUG.04 ADDRESS COMM.; ADD PLANTING, SECTIONS MC

04 23.AUG.10 NEW SITE PLAN MC

05 23.AUG.30 ADD SECTION, TREE SIZE DO

06 24.MAY.08 NEW SITE PLAN JR

07 24.MAY.15 NEW SITE PLAN JR

CONDOMINIUM DEVELOPMENT

DELTA, BC


